TRUE BLUE BALL VALVE SEAL KIT



	
Item
	Qty.
	Description
	Material

	1
	2
	O-RING, SHAFT
	Viton or EPDM as spec.

	2
	2
	O-RING, SLIDING SEAT
	Viton or EPDM as spec.

	3
	2
	O-RING, END CONNECTOR
	Viton or EPDM as spec.

	4
	2
	O-RING, BALL SEAT
	Viton or EPDM as spec.

	5
	1
	THRUST WASHER
	PTFE

	6
	2
	PTFE SEAT
	PTFE


( Before disassembly, relieve pressure and drain fluid from the valve and piping to be opened.  Turn the handle part way to drain any liquid trapped in the valve body.  Take proper precautions to protect people and equipment from any residual process liquid.

( Disassemble the valve in a clean environment.  Prevent any dirt, grit, or fiber from getting onto the sealing surfaces or into the moving parts.  Do not scratch or damage plastic parts.  

( A non-scratching probe such as an orangewood stick or ball end dental pick (burnisher) should be used to remove and install O-rings. ( Pipe wrenches and vises are not recommended for plastic valves. 

( Refer to the ball valve instruction sheet for installation to piping.

NEED HELP?  Call 1-973-256-3000, fax to 1-973-256-4745, 

or e-mail to info@plastomatic.com, for Tech Support.

(Have valve model number ready) 
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